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BASAKSEHIR, 23/07/2019

Object: OTTOCOOL preinsulated copper pipe conformity declaration

ANADOLU BAKIR AS. DECLARES

underits responsibility, that the pre-insulated copper pipe produced with brand OTTOCOOL
for air conditioning appliances is according with the following requirements:

COPPER PIPE

- Type of copper: CU -DHP 99,9%
- Residual phosphor: between 0,015% and 0,040%
- EN12735-2

INSULATION
- closed cell, low density polyethylene expanded.
- self estinguish Class 1
- Working temperature: -80° C / +98° C
- Coeff Of water vapour dispersion: 5.482
- Thermal conductivity: 0,0397 W, m-1, K-1
- Insulation wall thickness according with L 10/91

- CFC free

- Ecological
INSULATION THICKNESS WORKING PRESSURE
1/4%% % .. 9 mm [/4%433F:........ 85 bar
388 ... 9 mm /8. ... 55 bar
1/2%% 5= ... 9 mm 1/ 45 bar
5/8®. 4. 9 mm 5/8p5.. X% . .. 45 bar

The above described productis guaranteed for the gas R407, R410 and R32.
ANADOLU BAKIR AS$. releases this certificate for the permitted uses,
The conformity depends on the full respect of the laws in installation.
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